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A05 install orienting line
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打字机文本
BDQ-31 Surface leather's lining x1
                            A01

Administrator
打字机文本

Administrator
打字机文本
Note: The lining should be nubuck lamb leather
thickness 0.6-0.8mm, use this pattern to cut 2 piece.
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打字机文本
Binder reference line
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Joint
line

Administrator
打字机文本
Joint
line

Administrator
打字机文本
The upper half part of the binding is                mm

Administrator
打字机文本
The lower half part of the binding is               mm

Administrator
打字机文本
The binding strip

Administrator
打字机文本
The binding strip

Administrator
打字机文本
Note:0.6mm lamb vegetable tanned leather is adviced
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打字机文本
BDQ-31 Handle ear lining strengthen leather x4
                                       A08

Administrator
打字机文本
Note: A08 was sewed on flesh side
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打字机文本
BDQ-31 Handle ear x4
                 A05
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BDQ-31 Handle external wrap leather x2
                                  A07
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Note: Please adjust the length as your need
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BDQ-31 Surface leather's lining x1
                            A01

Administrator
打字机文本
Note: The lining should be nubuck lamb leather
thickness 0.6-0.8mm, use this pattern to cut 2 piece.
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Joint
line
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Joint
line
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打字机文本
A08 install orienting line

Administrator
打字机文本
Note: A08 was sewed on flesh side
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BDQ-31 Surface leather x2
                     A09

Administrator
打字机文本
Note:
1、Use this pattern to cut from flesh side and correct side of the leather.
The correct side have zipper hole, the flesh side one no need.
2、The Surface is made from 2 piece of leather
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A05 install orienting line

Administrator
打字机文本
A08 install orienting line
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Note: A08 was sewed on flesh side
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M6 style zipper 30cm
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BDQ-31 Corner x2
              A04

Administrator
打字机文本
Note: use vegetable tanned leather
wet and moulding it, then glue a piece
of surface leather on it
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A03 install orienting line
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A02 install orienting line
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BDQ-31 Handle x2
                A06
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BDQ-31 Handle x2
                A06
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line
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Administrator
打字机文本
A04 install orienting line
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A04 install orienting line
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BDQ-31 Bottom leather x1
                     A02
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Foot nail

Administrator
打字机文本
M6 style zipper 60cm
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BDQ-31 Top zipper leather & side leather x1
                                     A03
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BDQ-31 Top zipper leather & side leather x1
                                     A03
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打字机文本
A03 install orienting line
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A03 install orienting line
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                    Hollow area
you can inlay leather as decoration
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                    Hollow area
you can inlay leather as decoration
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line
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Joint
line
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Joint
line
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       LZpattern
BDQ-31 Handbag
      A3 print 1:1
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